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1. COMPANYOVERVIEW

V 2014.05 Established name of PASMC Corp.

V 2016.05 Renamed as PSC Corp.

V 2016.05 New Factory Open in Ulsan Korea

V 2016.06 Acquired ISO 9001, 14001, OHSAS 18001

V 2016.08  Acquired ASME U, S, PP

2nd Worksς2,600 m21st Works ς10,000 m2

V Pre-Fabrication Shop W 20 x L 86 x H 15 (m)

V Fabrication Shop W 20 x  L 80 x H 15 (m)

V O/H  Crane 20, 10, 5 (tons) 

V NDE Bunker W 15 x L 15 x H 12 (m)

V Fabrication Yard 4,500m2

V 3 Ton Over Head Crane 2 Sets

V Machining tools for element fabrication equipped

FABRICATION SHOP

HISTORY
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1. COMPANYOVERVIEW

ASME U,U2,S,PP & NB

ISO 9001, 14001, 18001

CERTIFICATES & LICENSES

ORGANIZATION

CEO

HSE (Health, Safety, Environment)

Business 
Management Marketing Production

Quality
Management

ProcurementManagement
& Support

Estimation Sales ManufacturingDesign Quality
Assurance

Quality
Control
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FILTER & ELEMENT 

Å CARTRIDGE FILTER

Å SINTERED METAL FILTER

- Powder Metal Sintered

- Multi -Layer sintered

- Fiber Metal Sintered

- Woven Wire Screen

Å BAG FILTER

Å PACKAGE SYSTEM 

- Activated Carbon Filter System

- Auto Control Filter System

COALESCER & SEPARATOR

ÅMIST ELIMINATOR

- Mesh type Eliminator

- Standard Vane

- Double Pocket Vane

Å LIQUID -LIQUID COALESCER

Å LIQUID -GAS COALESCER

Å FILTER SEPARATOR

ÅOILY WATER SEPARATOR

FILTER, COALESCER & STRAINER

STRAINER

Å BUCKET TYPE STRAINER

- Casting, Steel Welded Strainer

Å Y TYPE STRAINER

- Forging, Casting, Steel Welded Strainer

Å T TYPE STRAINER

Å TEMPORARY TYPE STRAINER

Å DUPELX TYPE STRAINER
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Hot Oil Surge Drum for Hyundai Oil Bank

Performance Heater for Fadhili

Boiler Exchanger (ShintechUSA)

V Design Code
- ASME SEC. VIII DIV.1 & DIV.2

- T.E.M.A

V Strength Calculation Software
- CODEWARE Compress

V Design Software
- AUTODESK Auto CAD

V Design Engineer
- Six (6) engineers with 10~20 years experience

V Fabrication Capacity
- Material: Carbon Steel, Low Alloy Steel, Stainless Steel

- Thickness: Maximum 160 mm

- Inside Diameter: Maximum 6,000 mm

- Length: Maximum 60 Meter

- Weight: Maximum 100 Tons

PRESSURE VESSEL & HEAT EXCHANGER
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- Position: 1G

- Speed: 2~12mm/sec

- 1st Layer by GTAW  / 2 nd and over Layer by FCAW

- Range of diameter: 2~60Ń 

- Range of thickness: Max. 70mm 

- Material:  Carbon Steel / Stainless Steel / Low -Alloy Steel

Á Skilled Welder

: Required at least 3 Years Experience

Á Productivity and quality depends on  skill 

of welders

Á Size of piping : No Limit

Á Defect ratio (RT): 3~5%

Á Welding Operator

: One (1) Months Training Period

Á Productivity and quality is stable regardless 

skill of welders

Á Size of piping : Min. 2Ń~ Max. 50Ń

Á Defect ratio (RT): Below 1%

Automatic Welding Hand-operated Welding

PIPING SPOOL FABRICATION- Computerized Automatic Welding Machine
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